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SPECIFICATIONS 
 

9334-000-BBB0-CCC0 No connectors, 0.15” diameter FEP jacketed cable with twisted, shielded pair wires. Cable 
rated for -50°C to +121°C 

 
 
 
 
 
 
9334-111-BBB0-CCC0 Connector, two socket contacts, with integral, molded splash proof boot. 

0.15” diameter FEP jacketed cable with twisted, shielded pair wires. 
Connector and cable rated for -50°C to +121°C 
 

 
 

 
 

9334-211-BBB0-CCC0 MS3106A-10SL-4S connector, two socket contacts, with cable strain relief. 
 0.15” diameter FEP jacketed cable with twisted, shielded pair wires. 
 Connector rated for -55°C to +125°C 
 Cable rated for -50°C to +121°C 
 
 

9334-111-BBB0-CCC0

9334-211-BBB0-CCC0

LIQUID TIGHT
SEAL

FLEXIBLE STAINLESS
STEEL ARMOR

LIQUID TIGHT
SEAL

PIN A  -  SIGNAL     (RED)
PIN B  -  GROUND  (BLACK)

PART NUMBERING 
 
                A         B        C    
 MODEL 9334 – 211 – 0095 - 0100 
 

A =  2      1      1 = MS STYLE CONNECTOR 
          
 
 
B =  0      0      9      5 = ARMOR LENGTH 
         9.5 meter (31.2 ft)  
    +0.25m/-0.00m (+.82 ft/-0 ft) 
 
 
C =  0      1      0      0 = CABLE LENGTH 
         10.0 meter (32.8 ft)  
    +0.25m/-0.00m (+.82 ft/-0 ft) 
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