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REVISION DETAILS FOR THIS ISSUE ONLY :-
CR No. STATUS

MATERIAL

FINISH
MASS IN LB(kg) =

DWG STATUS:

MODEL:

SCALE (PLOT)

TOLERANCES (IN) UNLESS OTHERWISE STATED :

.XXX
.X .XX
ANGLES 1° .005

.01
ALL DIMENSIONS IN INCHES           BREAK ALL EDGES:  
FINISH 64 RMS                                 .010" X 45° OR .010" R 
                                                            MAXIMUM CORNER RADIUS .010"
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SPECIFICATIONS, SW5580 SMART SWITCH
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FORM NO. 1370129  REV B

REVISION HISTORY
REV CR/DESCRIPTION
A RELEASE
B ADDED UKCA INFO

SMART SWITCH SPECIFICATIONS:
 
FUNCTION: SMART SWITCH WITH ACCELERATION/VELOCITY/PROXIMITY INPUT AND 4-20mA CURRENT
 
SOURCE OUTPUT. 4-20mA OUTPUT IS PROPORTIONAL TO INPUT WITHIN THE FULL-SCALE RANGE (SEE 
DATA SHEET OPTION CCCC)
 
INPUT (SENSOR) SENSITIVITY: SEE DATA SHEET OPTION FFFF
 
SIGNAL (SIG) OUTPUT: BUFFERED INPUT SIGNAL
 
CURRENT LOOP OUTPUT: 4-20mA DC CURRENT SOURCE
 
CURRENT OUTPUT ZERO ADJUSTMENT (4mA): FROM SOFTWARE
 
LOAD RESISTANCE: 25 TO 600 OHMS
 
FREQUENCY RESPONSE (-3dB): 2Hz – 2KHz (VELOCITY), 2Hz – 5KHz (PROXIMITY), 2Hz-10KHz 
(ACCELERATION)
 
SIGNAL FILTER OPTIONS: SEE DATA SHEET OPTION D AND E 
 
SENSOR OK: GREEN LED "ON" INDICATES SENSOR AND CABLE INTEGRITY
 
LCD DISPLAY: 4 DIGIT DISPLAY OF 4-20mA CURRENT AND RAW SIGNAL
 
SENSOR FAILURE: CAUSES CURRENT OUTPUT TO FALL BELOW 3.5mA, SENSOR OK LED TURN TO RED
 
ISOLATION: 500V, CIRCUIT TO CASE 
 
TEMPERATURE LIMITS: -40°C TO +65°C 
 
POWER: 24VDC ±10% 
 
HAZARD RATING:
NRTL US/C, Class I, Div 2, Grps A-D, T4 (increased safety)
Class I, Zone 2, AEx ec nC IIC T4 Gc
ATEX, Ex ec nC IIC T4 Gc (increased safety)
IECEx, Ex ec nC IIC T4 Gc (increased safety)
UKCA, Ex ec nC IIC T4 Gc (increased safety)
 
MOUNTING: FLAT BASE INSTALLED

WIRING DIAGRAM
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TERMINAL BLOCK SCREWS
24 to 12 AWG
0.5 Nm TIGHTENING TORQUE

TERMINAL BLOCK SCREWS
26 to 16 AWG
0.25 Nm TIGHTENING TORQUE
 


